
Product features

Application of reel-fed, 6-position 
to 64-position AMP-LATCH or DIL 
PLUG connectors

800 to 1000 connectors can be 
terminated per hour

End or daisy chain connections can
be produced without changing 
tools

Orientation of the polarising pin 
can be freely selected for each con-
nector

Single insertion and removal for 
each cable assembly

Unlimited cable length and number
of connectors can be processed

Cable cutting device and test unit 
can be supplied as options

Daisy chain connections can also 

be performed retrospectively

Technical features

Power supply: 230 V AC, 50 Hz, 
10 A

Compressed air supply: 
500-600 kPa

Controller: PC 40 I/O

Height: 800 mm (centre line reel 
shaft) without connector reel

Width: 815 mm

Depth: 425 mm

Weight: approx. 60 kg

subject to technical changes

Products which can
be processed

AMP-LATCH connectors

DIL-PLUG connectors

Other products on request

Semi-Automatic
Termination Machine
for AMP-LATCH Product Family (Daisy Chain)

Catalog 889914
Revised: 11-98

For drawings or technical data, contact your Tyco Electronics sales engineer or call the Product Information Center. Dimensions are in millimeters 
unless otherwise speci�ed. Values in brackets are metric equivalents. Speci�cations subject to change. Call for the latest speci�cations. 
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This micro-processor (PC) controlled semi-automatic machine
applies ribbon cable to AMP-LATCH connectors and DIL-PLUG
connectors with a 1,27 mm pitch. The machine has an output of
800 to 1000 connectors per hour.
The cable assemblies can be either single-ended, double-ended or
daisy chain.
Daisy chain cable assemblies can be produced without changing
tools. The orientation of the polarising pin can be freely selected for
each connector.
When the plug connectors are terminated, the ribbon cable is
guided through the machine in one direction (from front to back)
without having to be removed every time and re-inserted. 
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