Specification of Mx-310 Series

m Performance
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Chip (0603) 0.09 sec/chip 0.24 seclchip
Optimal Tact Time ~~ SOIC-16 0.18 sec/SOIC -
QFP NIA 0.55sec/QFP
IPC-9850 Standard ~ Chip (0603) 36,000CPH 28,000CPH 12,000CPH
CPH QFP N/A 5,500CPH
Chip (3e) +0.065 mn +0.057 mm
FECHE L ieey QFP (3a) NIA +0.025 m

m Component Range

o T T
Modular Head Chips, Can Caps, Discrete Tx/Dx, Small ICs
FOV17 N| Swﬂbqullhhd 0603 ~ 5mm Square N/A
Area camera  Atemate Spindles Populated 0603 ~ 12umm square N/A
FOv24  AllSpindies Populated N/A N/A
Areacamera  Afemate Spindies Populated NIA NIA
Precision Head All Spindles Populated NIA ~23nm SqUare
with Altemate Spindles Populated N/A ~435m square
FOv24  Single FOV N/A 0603 ~ 18um square
Area camera  Component Types NIA Chips, Can Caps, Discrete TDx, SmallICs
Single FOV N/A ~32mm
FOV3E e FOV NIA ~50sm mi
Area camera
Component Types N/A QFP, BGA, Connectors
LrOy80  SingeFOV NIA ~70x150mm
camera  Component Types NIA QFP, BGA, Odd Forms
. FOV24 camera N/A 0.30mn
L':Iar:im;:l?h FOV36 camera N/A 0.38mn
FOV80 camera N/A 0.30mn

m Board and Transport Parameters
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 Mnimum(@LxWxT) - 50x50x0.4an E - i
: Maximum (L x Wx T) 530x460x5.0un / 660x460x5.0m (Option)
Board Size Twin Place (L x W x T) 300x250x%5.0mm N/A
Weight(max.) 2.5kg 3.0kg
Top Side 10.5m 20mn
Board Clearance Bottom Side 20mm
Edge i 3mm
Transport Type Buffered 4 Stage Buffered 3 Stage
Speed (Maximum) 500mn / sec Programable
Fixed Conveyor Edge Front
Board Transfer  Transport Height 37.5" + 0.5" SMEMA/ 850 + 15mm(Standard)/ 900mm+30mm, -10mm(Option)
Transport Direction Left to Right(Standard) / Right to Left (Option)
Board Clamping Edge Clamps
Board Support Push-up Pins
Transport Features Auto Board Width Adjust & Soft Stop

m General Specifications
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Number of Heads (Placement Spindles) 16 (Front 8, Rear 8) 4 Pregision Head

Maximum Number of Tape Feeders (8mn) 90ea

Feeder Sizes Supported 8(std), 12, 16, 24, 32, 44, 56, 72 nn

Other Feeder Tapes Sizes Supported N/A e aon i poare,
Standard 3 phase 200/ 208/ 220/ 230/ 240 [V] 50/60Hz

BONREERAMRIRIE - o 3 phase 380/400/ 415/ 430 [V] 50/60Hz

Power Consumption Approx. 5.7 KVA Approx. 4.1 KVA

Air Consumption Approx. 500 Nlimin Approx. 450 Niimin

Air Pressure 0.54MPa

Weight (Approximate) Approx. 2.400Kg Approx. 2.200Kg Approx. 2,000Kg

Dimensions (Wx D x H), Cover Only [mm] 1,680 x 2,540 x 1,765mm

# Specifications are subject to change without notice.









